ACE Full Doors
Installation Instructions
Instructions written by Scoundrel at ACEForums.net

Tools Needed
• 11mm or 7/16” wrench (Qty 2 unless you use a socket and ratchet as well)
• 11mm or 7/16” socket, ratchet, and extension
• Torx T-25, T-30 and T40 screwdriver bits
• 4mm or 5/32” Allen wrench
• 1/2” wrench (Qty 2, or you can use a socket)
• Plastic hammer (optional, helpful for door adjustment)
Before you get started, unpack everything, lay it out, and ensure that nothing is missing.
Package Contents (see figure 1)
1. Left door ("Driver side")
2. Right door ("Passenger side")
3. Left door mount ("Driver side")
4. Right door mount ("Passenger side")
5. Left sill plate ("Driver side") (Note the "D" cutout)
6. Right sill plate ("Passenger side") (Note the "P" cutout)
7. (Qty 2) Door Retainers.
8. Hardware Kit

[Figure 1 - Package Contents]
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Hardware Kit Contents (see figure 2)
a. (Qty 2) anti-rattle pins, each with 2 nuts
b. (Qty 10) Nylon locknuts
c. (Qty 4) Hex bolts
d. (Qty 20) Washers
e. (Qty 6) Torx screws

[Figure 2 - Hardware Kit]

Installation Instructions
1. Remove side nets (if still installed).
a. Unclip the nets from the ROPS and remove the T-25 screw at the bottom, and set the nets aside. I suggest re-installing
the screw for storage after the net is removed.
2. Remove side bolsters
a. Remove the upper bolts and save for door installation (see figure 3).
b. Remove the lower bolts from inside the wheel wells (see figure 4) and set aside the bolts.
c. Remove the side bolsters and set them aside (see figure 5).

[Figure 3 - Remove Upper Side Bar Bolt]

[Figure 4 - Remove Lower Side Bar Bolts]

[Figure 5 - Remove Side Bars]

[Figure 6 - Remove Nerf Bar Mount Bolt]

3. Loosely install the door mounts
a. Remove the T40 Torx screws from the nerf bar mounting areas (see figure 6) on each side and set them aside – we will
not re-use them for the door installation.
b. Insert the door mounts onto the frame stubs where the side bars were attached, inserting the mounting tab through
the hole in the bodywork, and line up the bottom of the door mount with the nerf bar mount.
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c. At the top of the door mount, use the original bolts and locknuts which you removed to uninstall the side bars (see
figure 7). Do not tighten them yet, you will need to move them for door adjustment.
d. In the wheel wells, use two hex head bolts, two washers each, and nylon locknuts to loosely attach the door mounts
(see figure 8). Do not tighten them yet, you will need to move them for door adjustment.
e. At the bottom of the door mounts, use the supplied Torx bolts to attach the door mounts to the nerf bar mounting
area (see figure 9). The supplied bolts are oversized, self-tapping bolts. They will re-thread the existing holes. You will
need to force these bolts through the existing threaded holes, and use the nylon locknut on the back. Do not tighten
them yet, you will need to move them for door adjustment.
Note: It can be tricky to reach behind this bolt to put the locknut on, but it is very important, to keep the doors lined up.
Optionally, you may choose to cut back a small portion of the bottom of your rocker panel to access the back of the bolt.

[Figure 7 - Top of door mount]

[Figure 8 - Middle of door mount in wheel wells]

[Figure 9 - Lower door mount in nerf bar mounting area]
4. Install the sill plates
a. The shorter bracket goes on the right side. They are also labeled with cutouts: "D" for "Driver side" and "P" for
"Passenger Side".
b. Remove the T40 bolts that hold the rocker panel in place and set them aside.
c. Lay the sill plates over the screw holes and loosely install the supplied Torx bolts (see figure 10). You will need to force
these bolts through the existing threaded holes to re-thread them with the supplied self-tapping bolts, and use the nylon
locknut on the undersides. Do not tighten them yet, you will need to move the brackets for door adjustment.
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Note: This step can be tricky, especially if you have installed a skid plate. A pry bar may be helpful to create enough room
between the bolt and the nearby sheet metal to fit the locknut onto the bolt using a socket and ratchet extension. Care
should be exercised to not pry against the rocker panel too hard and crack it. It is very important to get the locknut on the
back. You don’t want anything coming loose once the doors are aligned.

[Figure 10 - Install Sill Plates]
5. Hang the doors
a. Remove the door retainers (Allen head bolts, locknuts and plastic spacers) from the door mounts.
b. Hang the doors on the hinge pins and re-install the door retainers. Their function is to keep the doors from bouncing
off of the hinges.
6. Adjust the doors
This is the trickiest part, and unfortunately the hardest part to write instructions for.
• The idea is that the door mounts and the door sill plates can move a small amount in several directions to get
the door lined up right.
• A good method is to tighten the bolts finger-tight, and use a plastic hammer to tap things in the direction they
need to go to line everything up.
• When the door is aligned properly, the detent pin will smoothly and easily operate the latch and easily lock into
place, and the latch release lever will easily open the latch - but the door will remain firmly in place until the
latch is released (see figure 11).
Note: It may be helpful to use a wedge to hold the front of the door in position while you tighten bolts (see figure 12).
• The door detent pin on the sill plate is the most important consideration when lining up the doors.
• The door sill plates need to protrude slightly so that the latch can engage them, and the pin will push the latch
closed (see figures 10 and 11).
• Once you have that working right, you can make small adjustments to align the door better, as long as the latch
still works.
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[Figure 11 - Detent Pin and Latch Mechanism]

[Figure 12 - A wedge can hold the door in position]

7. Tighten everything down
a. Once you have things aligned and the latch operates smoothly, you can tighten all of your bolts and nuts.
Note: I highly recommend re-checking the door operation and alignment after every bolt/nut you tighten. You don’t want
to get to the end and find out something shifted.
8. Install the anti-rattle pins
Once everything is tight and the latch works properly, it is time to install the anti-rattle pins.
These help prevent door rattle and damage to the latch from the door being slammed.
The pins thread into the sill plates, rubber side out. You may need to remove one of the nuts for proper fit.
a. Leaving one or two nuts on the bolt, thread the pin into the sill plate, most of the way in.
Adjust the anti-rattle pin in or out until you are happy with how firmly it contacts the door when the latch is secure.
b. Once you have it adjusted, back out the nut against the sill plate to lock the pin in place (see figure 13).

[Figure 13 - Anti-Rattle Pin Installed]

You’re done!
Please put some UTV Giant stickers on your doors to let people know where you got them!
Problems with the installation? Please call UTV Giant at 949-35-GIANT(44268) between 9 a.m. and 5 p.m. (Pacific).
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